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Features:

• Conforms to MIL-PRF-87157

• Three character options

Numeric, Hexidecimal or Over range

• 4 X 7 dot matrix character

• Memory latch/decoder/driver is TTL compatible

• Available in Red or Green

• Categorized for luminous intensity

Applications:

• High reliability systems

• Instrumentation panels

• Communication equipment

• Medical equipment

• Harsh environments

• IR blocking filter available

DESCRIPTION

The 4N51-4N54 series are solid state numeric and hexidecimal displays for use in high reliability applications. The displays feature

an on-board decoder/driver and memory (except 4N53). These displays are hermetically sealed and conform to MIL-PRF-87157, the

general specification for light emitting diode displays. The character height is 7.4mm (.29”). The green LED version conforms to

MIL-D-87157 with exception of color.

The 4N51 is a numeric display which decodes positive BCD logic into the numbers “0-9”, a “-” sign, a right-hand decimal point, and a

test pattern (all LED’s on).

The 4N52 is the same as the 4N51, but the decimal point is located on the left side of the device.

The 4N53 is an over range device which displays “+1” and a right-hand decimal point. This display is typically driven using external

switching transistors.

The 4N54 is a hexidecimal display which decodes positive BCD logic into 16 characters “0-9, A-F”. An input is provided to blank the

display (all LED’s off) without losing the contents of the memory.

ABSOLUTE MAXIMUM RATINGS

Storage Temperature..........................................................................................................................................-65°C to +125°C

Operating Free-Air Temperature Range. ...........................................................................................................-55°C to +100°C

Lead Solder Temperature (1/16” [1.6mm] below seating plane for 10s) ........................................................................... 260°C

Supply Voltage, VCC (4N51, 4N52, 4N54) ................................................................................................................. .-0.5V to 7V

Voltage Applied to Input Logic, DP and Enable Pins ............................................................................................... . -0.5V to 7V

Voltage Applied to Blanking Input (4N54 only)........................................................................................................... -0.5V to 7V

Forward Current, Each LED (4N53 only) ............................................................................................................................10mA

Reverse Voltage, Each LED (4N53 only)................................................................................................................................. 4V
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PDF 파일 내의 페이지 : 총 7 페이지

제조업체: Micropac Industries 

( micropac )
		

67023 data 

 데이터시트 다운로드 :

 [ 67023.PDF ] 

 [ 67023 다른 제조사 검색 ]



		
	
	

	







	
	


	


	












국내 전력반도체 판매점

		
상호 : 아이지 인터내셔날

전화번호 : 051-319-2877

 [ 홈페이지 ] 

 IGBT, TR 모듈, SCR, 다이오드모듈, 각종 전력 휴즈 

( IYXS, Powerex, Toshiba, Fuji, Bussmann, Eaton )

 전력반도체 문의 : 010-3582-2743











일반적인 전자부품 판매점


        디바이스마트


		IC114


		엘레파츠


		ICbanQ


        Mouser Electronics


		DigiKey Electronics


		Element14
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