













FH1011 반도체 회로 부품 판매점 

LED 

	







	

Stanley

	

Features

Package

Product features

FH1011

LED for Optical Fiber Application

φ5 type, Water clear epoxy

・Emitted Color : Red

・Flat Lenz Type

・Radiant Intensity : 1.2 TYP. mW/sr (IF = 30mA)

・Position preciseness allows for integration with lens products.

・No lead package

・RoHS compliant

Peak Wavelength

Half Intensity Angle

Die materials

Rank grouping parameter

Soldering methods

ESD

Packing

660nm

88 deg.

GaAlAs

Sorted by radiant intensity per rank taping

TTW (Through The Wave) soldering and manual soldering

※Please refer to Soldering Conditions about soldering.

2kV (HBM)

Bulk : 200pcs(MIN.)

Recommended Applications

Optical Fibers
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Absolute Maximum Ratings

FH1011

LED for Optical Fiber Application

(Ta=25℃, Except Topr and Tstg)

Item

Symbol

Absolute Maximum Ratings

Power Dissipation

Pd

140

Forward Current

Pulse Forward Current ※1

IF

IFRM

70

300

Derating

(Ta=25℃ or higher)

⊿ IF

⊿ IFRM

0.93

4

Reverse Voltage

VR

4

Operating Temperature

Topr

-30~+85

Storage Temperature

Tstg

-30~+100

※1 IFRM Measurement condition : Pulse Width≦1ms, Duty≦1/20

Unit

mW

mA

mA

mA/℃

mA/℃

V

℃

℃

Electro-Optical Characteristics

Item

Forward Voltage

Reverse Current

Radiant Intensity

Total Output Power

Peak Wavelength

Spectral Half-width

Half Intensity Angle

Cut-off Frequency

Conditions

IF=30mA

VR=4V

IF=30mA

IF=30mA

IF=30mA

IF=30mA

IF=30mA

IF=30mADC±3mA,

-3db from 0.1MHz

Symbol

VF

IR

IE

Po

λp

⊿λ

2θ 1/2

fc

Characteristics

TYP.

MAX.

MAX.

MIN.

TYP.

TYP.

TYP.

TYP.

TYP.

TYP.

2.0

2.5

100

0.6

1.2

3.5

660

30

88

7

(Ta=25℃)

Unit

V

μA

mW/sr

mW

nm

nm

deg.

MHz
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PDF 파일 내의 페이지 : 총 10 페이지

제조업체: Stanley 

( stanley )
		

FH1011 data 

 데이터시트 다운로드 :

 [ FH1011.PDF ] 

 [ FH1011 다른 제조사 검색 ]



		
	
	

	







		


	


	












국내 전력반도체 판매점

		
상호 : 아이지 인터내셔날

전화번호 : 051-319-2877

 [ 홈페이지 ] 

 IGBT, TR 모듈, SCR, 다이오드모듈, 각종 전력 휴즈 

( IYXS, Powerex, Toshiba, Fuji, Bussmann, Eaton )

 전력반도체 문의 : 010-3582-2743











일반적인 전자부품 판매점


        디바이스마트


		IC114


		엘레파츠


		ICbanQ


        Mouser Electronics


		DigiKey Electronics


		Element14













관련 데이터시트





FH101

High Dynamic Range FET - ETC





FH101

GaAs MESFET - TriQuint Semiconductor





FH101-G

High Dynamic Range FET - ETC





FH1011

LED - Stanley







	

















홈페이지

연락처  |  최근 업데이트  








	
