













MR100 반도체 회로 부품 판매점 

Wirewound Resistor 

	







	

Vishay

	
	

www.vishay.com

MR100 Series

Vishay Mills

Wirewound Resistor, Ultra Precision,

Epoxy Molded, Axial Lead

FEATURES

• Resistance values up to 6 M

• Resistance tolerances down to ± 0.01 %

• Temperature coefficients down to 2 ppm/°C

• Material categorization:

For definitions of compliance please see

www.vishay.com/doc?99912

STANDARD ELECTRICAL SPECIFICATIONS

GLOBAL

MODEL

POWER RATING

P25 °C W

RESISTANCE RANGE



± 0.01 %, ± 0.02 %, ± 0.05 %, ± 0.1 %

MR101

0.120

10 to 400K

MR102

0.175

10 to 750K

MR103

0.200

10 to 750K

MR104

0.150

10 to 500K

MR105

0.200

10 to 1.0M

MR106

0.250

10 to 1.2M

MR107

0.330

10 to 2.5M

MR108

0.400

10 to 3.8M

MR110

0.500

10 to 3.8M

MR111

0.500

10 to 3.8M

MR112

0.750

10 to 6.0M

MR114

1.000

10 to 6.0M

MR115

1.500

10 to 6.0M

MR116

2.000

10 to 6.0M

RESISTANCE RANGE



± 0.25 %, ± 0.5 %, ± 1 %

1 to 400K

1 to 750K

1 to 750K

1 to 500K

1 to 1.0M

1 to 1.2M

1 to 2.5M

1 to 3.8M

1 to 3.8 M

1 to 3.8M

1 to 6.0M

1 to 6.0M

1 to 6.0M

1 to 6.0M

MAXIMUM WORKING

VOLTAGE

V

150

200

200

100

200

300

400

300

400

400

600

800

900

1000

GLOBAL PART NUMBER INFORMATION

Global Part Numbering example: MR106250R00TAE66 (visit www.vishay.net SAP parts manual for all options)

MR 1 0 6 2 5 0 R 0 0 T AE 6

6

GLOBAL MODEL

(5 digits)

VALUE

(6 digits)

TOLERANCE

(1 digit)

(See Standard Electrical

Specifications Global

Model column

for options)

R = Decimal

K = Thousand

M = Million

1R5000 = 1.5 

1K5000 = 1.5 k

1M0000 = 1 M

T = ± 0.01 %

Q = ± 0.02 %

A = ± 0.05 %

B = ± 0.1 %

C = ± 0.25 %

D = ± 0.5 %

F = ± 1.0 %

Historical Part Number example: MR106W250R0T

MR106

W = STANDARD

HISTORICAL MODEL

TC

TC

(1 digits)

A = Standard,

10 to 30 (W)

B = 3900 (Q)

C = 4500 (M)

D = 6000 (N)

G=5

J=2

PACKAGING CODE

(3 digits)

E66 = Lead (Pb)-free

bulk pack

SPECIAL

(up to 2

digits)

(Dash

Number)

From 1 to 99

as applicable

S = 0.025"

terminal

250 

RESISTANCE VALUE

0.01 %

TOLERANCE
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DIMENSIONS in inches [millimeters]

L

LD

MR100 Series

Vishay Mills

D

GLOBAL MODEL

L ± 0.025 [0.635]

DIMENSIONS in inches [millimeters]

D ± 0.005 [0.127]

MR101

0.250 [6.35]

0.187 [4.75]

MR102

0.375 [9.52]

0.187 [4.75]

MR103

0.450 [11.43]

0.187 [4.75]

MR104

0.250 [6.35]

0.250 [6.35]

MR105

0.375 [9.52]

0.250 [6.35]

MR106

0.500 [12.70]

0.250 [6.35]

MR107

0.750 [19.05]

0.250 [6.35]

MR108

0.500 [12.70]

0.375 [9.52]

MR110

0.750 [19.05]

0.375 [9.52]

MR111

0.750 [19.05]

0.375 [9.52]

MR112

1.000 [25.40]

0.375 [9.52]

MR114

1.000 [25.40]

0.500 [12.70]

MR115

1.500 [38.10]

0.500 [12.70]

MR116

2.000 [50.80]

0.500 [12.70]

Note

(1) 0.025" [0.635] available, this is called out by putting an “S” in the SPECIAL section of the part number.

LD ± 0.002 [0.051]

0.025 [0.635]

0.025 [0.635]

0.025 [0.635]

0.025 [0.635]

0.032 [0.813] (1)

0.032 [0.813] (1)

0.032 [0.813] (1)

0.032 [0.813]

0.032 [0.813]

0.032 [0.813]

0.032 [0.813]

0.032 [0.813]

0.032 [0.813]

0.032 [0.813]

MATERIAL SPECIFICATIONS

Element: Nickel-chrome alloy, other materials available

depending on TC requirements

Core: Molded epoxy

Encapsulant: Epoxy

Standard Terminals: 100 % matte tinned copper

Part Marking: MILLS, model, value, tolerance, date code

Note

• Due to resistor size limitations some resistors will have minimal

information marked on parts

DERATING
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AMBIENT TEMPERATURE IN °C

TECHNICAL SPECIFICATIONS

PARAMETER

UNIT

Temperature Coefficient

ppm/°C

Terminal Strength

lb

Dielectric Withstanding Voltage

Operating Temperature Range

VAC

°C

Maximum Working Voltage

V

MR100 RESISTOR CHARACTERISTICS

± 10 > 100 ; ± 20 for 10  to 100 ; ± 30 for 1  to 9.99 

4.5

750

- 55 to 145

(P x R)1/2
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PDF 파일 내의 페이지 : 총 3 페이지

제조업체: Vishay 

( vishay )
		

MR100 data 

 데이터시트 다운로드 :

 [ MR100.PDF ] 

 [ MR100 다른 제조사 검색 ]



		
	
	

	







	
	


	


	












국내 전력반도체 판매점

		
상호 : 아이지 인터내셔날

전화번호 : 051-319-2877

 [ 홈페이지 ] 

 IGBT, TR 모듈, SCR, 다이오드모듈, 각종 전력 휴즈 

( IYXS, Powerex, Toshiba, Fuji, Bussmann, Eaton )

 전력반도체 문의 : 010-3582-2743











일반적인 전자부품 판매점


        디바이스마트


		IC114


		엘레파츠


		ICbanQ


        Mouser Electronics


		DigiKey Electronics


		Element14













관련 데이터시트





MR10

DC/DC converters - ETC





MR10-T

DC/DC converters - ETC





MR100

Wirewound Resistor - Vishay





MR1000

Partial Resonance PS IC - Shindengen Electric





MR101

Wirewound Resistor - Vishay





MR10120E

Power Rectifier - Motorola Semiconductors





MR10120E

10A SCHOTTKY RECTIFIER - Digitron Semiconductors





MR102

Wirewound Resistor - Vishay





MR103

Wirewound Resistor - Vishay







	

















홈페이지

연락처  |  최근 업데이트  








	
