













BAS20 반도체 회로 부품 판매점 

SURFACE MOUNT SWITCHING DIODES 

	







	

Pan Jit International Inc.

	

BAS16, BAS19, BAS20, BAS21

SURFACE MOUNT SWITCHING DIODES

VOLTAGE 75-200 Volts

POWER 350 mWatts

FEATURES

• Fast switching speed.

• Surface mount package Ideally Suited for Automatic insertion

• Electrically Identical to Standard JEDEC

• High Conductance

MECHANICAL DATA

Case: SOT-23, Plastic

Terminals: Solderable per MIL-STD-202, Method 208

Approx. Weight: 0.008 gram

Marking: A6, A8, A80, A82

PACKAGE

SOT-23

MAXIMUM RATINGS AND ELECTRICAL CHARACTERISTICS

Ratings at 25OC ambient temperature unless otherwise specified.

Single phase, half wave, 60 Hz, resistive or inductive load.

For capacitive load, derate current by 20%.

PARAMETER

SYMBOL BAS16 BAS19

Reverse Voltage

VR 75 100

BAS20

150

Peak Reverse Voltage

Rectified Current (Average), Half Wave Rectification with

Resistive Load and f >=50 Hz

Peak Forward Surge Current, 8.3ms single half

sine-wave superimposed on rated load (JEDEC method)

Power Dissipation Derate Above 25OC

Maximum Forward Voltage

@ IF=10mA

@ IF=100mA

Maximum DC Reverse Current at Rated DC Blocking Voltage

TJ= 25OC

Typical Junction Capacitance( Notes1)

VRM

IO

IFSM

PTOT

VF

IR

CJ

100

250

2

350

0.855

-

1

2

120

200

2.5

350

-

1.0

0.1

1.5

200

200

2.5

350

-

1.0

0.1

1.5

Maximum Reverse Recovery (Notes2)

Maximum Thermal Resistance

TRR

RθJA

6

50 50

357

Storage Temperature Range

TJ -55 TO +125

NOTE:

1. CJ at VR=0, f=1MHZ

2.From IF=10mA to IR=1mA, VR=6Volts, RL=100Ω

BAS21

200

UNITS

V

250 V

200 mA

2.5 A

350 mW

-

1.0

V

0.1 µA

1.5 pF

50 ns

OC / W

OC

SINGLE
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RATING and CHARACTERISTIC CURVES
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TYPICAL CAPATICANCE

8

60 W

VRF=2V

2nF

5k W

Vo

RECTIFICATION EFFCIENCY MEASUREMENT CIRCUIT
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PDF 파일 내의 페이지 : 총 3 페이지

제조업체: Pan Jit International Inc. 

( panjit )
		

BAS20 diode 

 데이터시트 다운로드 :

 [ BAS20.PDF ] 

 [ BAS20 다른 제조사 검색 ]



		
	
	

	







		


	


	












국내 전력반도체 판매점

		
상호 : 아이지 인터내셔날

전화번호 : 051-319-2877

 [ 홈페이지 ] 

 IGBT, TR 모듈, SCR, 다이오드모듈, 각종 전력 휴즈 

( IYXS, Powerex, Toshiba, Fuji, Bussmann, Eaton )

 전력반도체 문의 : 010-3582-2743











일반적인 전자부품 판매점


        디바이스마트


		IC114


		엘레파츠


		ICbanQ


        Mouser Electronics


		DigiKey Electronics


		Element14













관련 데이터시트





BAS20

Small Signal Diodes - General Semiconductor





BAS20

SURFACE MOUNT DIODE - Rectron Semiconductor





BAS20

Surface Mount Switching Diode - Vishay Telefunken





BAS20

General purpose diodes - NXP Semiconductors





BAS20

SURFACE MOUNT SWITCHING DIODES - Jinan Gude Electronic Device





BAS20

Silicon Switching Diodes (High-speed/ high-voltage switch) - Siemens Semiconductor Group





BAS20

SURFACE MOUNT FAST SWITCHING DIODE - Diodes Incorporated





BAS20

SILICON HIGH SPEED SWITCHING DIODE - Zetex Semiconductors





BAS20

SURFACE MOUNT SWITCHING DIODES - Pan Jit International Inc.







	

















홈페이지

연락처  |  최근 업데이트  








	
