













BAS21W 반도체 회로 부품 판매점 

Switching Diode 

	







	

Taiwan Semiconductor

	

Small Signal Product

BAS19W/20W/21W

Taiwan Semiconductor

SOT-323 100-250V/200mA Switching Diode

FEATURES

- Fast Switching Speed

- Surface Mounted Device

- Moisture sensitivity level 1

- Pb free and RoHS compliant

MECHANICAL DATA

- Case: SOT-323 package

- High temperature soldering guaranteed: 260°C/10s

- Weight: 5mg (approximately)

APPLICATION

- General purpose switching application

SOT-323

MAXIMUM RATINGS AND ELECTRICAL CHARACTERISTICS (TA=25℃ unless otherwise noted)

PARAMETER

VALUE

SYMBOL

BAS19W BAS20W BAS21W

Peak Repetitive Reverse Voltage

DC Blocking Voltage

Average Rectified Output Currect

Power Dissipation

Thermal Resistance form Junction to Ambient

Junction Temperature

Storage Temperature Range

VRRM

VR

IO

PD

RθJA

TJ

TSTG

100 150 250

100 150 250

200

200

625

125

- 55 to + 150

UNIT

V

V

mA

mW

oC/W

oC

oC

PARAMETER

BAS19W

Reverse Breakdown Voltage

BAS20W

BAS21W

BAS19W

Reverse Voltage Leakage Current BAS20W

BAS21W

Forward Voltage

Diode Capacitance

Reverse Recovery Time

TEST CONDITION

at IR = 100 µA

at VR = 100 V

at VR = 150 V

at VR = 200 V

at IF = 30 mA

at IF = 100 mA

VR=0V, f=1.0MHz

at IF= IR=30mA , Irr=0.1xIR

SYMBOL

V(BR)

IR

VF

CD

trr

MIN

100

150

250

--

--

--

--

--

MAX

0.1

1

1.25

5

50

UNIT

V

µA

V

pF

ns
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Small Signal Product

RATINGS AND CHARACTERISTICS CURVES

(TA=25℃ unless otherwise noted)
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Fig.1 Typical Forward Characteristics
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Taiwan Semiconductor

Fig. 2 Typical Reverse Characteristics
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Fig. 3 Power Derating Curve

Fig. 4 Typical Capacitance Characteristics
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PDF 파일 내의 페이지 : 총 5 페이지

제조업체: Taiwan Semiconductor 

( taiwan )
		

BAS21W diode 

 데이터시트 다운로드 :

 [ BAS21W.PDF ] 

 [ BAS21W 다른 제조사 검색 ]



		
	
	

	







		


	


	












국내 전력반도체 판매점

		
상호 : 아이지 인터내셔날

전화번호 : 051-319-2877

 [ 홈페이지 ] 

 IGBT, TR 모듈, SCR, 다이오드모듈, 각종 전력 휴즈 

( IYXS, Powerex, Toshiba, Fuji, Bussmann, Eaton )

 전력반도체 문의 : 010-3582-2743











일반적인 전자부품 판매점


        디바이스마트


		IC114


		엘레파츠


		ICbanQ


        Mouser Electronics


		DigiKey Electronics


		Element14













관련 데이터시트





BAS21

High voltage switching (double) diodes - CYStech Electronics





BAS21

SURFACE MOUNT DIODE - Rectron Semiconductor





BAS21

General Purpose High Voltage Diode - Fairchild Semiconductor





BAS21

General purpose diodes - NXP Semiconductors





BAS21

SURFACE MOUNT SWITCHING DIODES - Jinan Gude Electronic Device





BAS21

Silicon Switching Diodes (High-speed/ high-voltage switch) - Siemens Semiconductor Group





BAS21

SURFACE MOUNT FAST SWITCHING DIODE - Diodes Incorporated





BAS21

SILICON HIGH SPEED SWITCHING DIODE - Zetex Semiconductors





BAS21

Small Signal Diodes - General Semiconductor







	

















홈페이지

연락처  |  최근 업데이트  








	
