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9314 DM9314 Quad Latch

General Description

The ’9314 is a multifunctional 4-bit latch designed for gener-

al purpose storage applications in high speed digital sys-

tems All outputs have active pull-up circuitry to provide high

capacitance drive and to provide low impedance in both

logic states for good noise immunity

Connection Diagram

Logic Symbol

Dual-In-Line Package

June 1989

TL F 9788 – 1

Order Number 9314DMQB 9314FMQB or DM9314N

See NS Package Number J16A N16E or W16A

VCC e Pin 16

GND e Pin 8

Pin Names

E

D0 – D3

S0 – S3

MR

Q0 – Q3

Description

Enable Input (Active LOW)

Data Inputs

Set Inputs (Active LOW)

Master Reset Input (Active LOW)

Latch Outputs

TL F 9788 – 2

C1995 National Semiconductor Corporation TL F 9788

RRD-B30M115 Printed in U S A






Absolute Maximum Ratings (Note)

If Military Aerospace specified devices are required

please contact the National Semiconductor Sales

Office Distributors for availability and specifications

Supply Voltage

7V

Input Voltage

5 5V

Operating Free Air Temperature Range

Military

b55 C to a125 C

Commercial

0 C to a70 C

Storage Temperature Range

b65 C to a150 C

Note The ‘‘Absolute Maximum Ratings’’ are those values

beyond which the safety of the device cannot be guaran-

teed The device should not be operated at these limits The

parametric values defined in the ‘‘Electrical Characteristics’’

table are not guaranteed at the absolute maximum ratings

The ‘‘Recommended Operating Conditions’’ table will define

the conditions for actual device operation

Recommended Operating Conditions

Symbol

VCC

VIH

VIL

IOH

IOL

TA

ts (H)

ts (L)

th (H)

th (L)

ts (H)

th (L)

tw (L)

tw (L)

trec

Parameter

Supply Voltage

High Level Input Voltage

Low Level Input Voltage

High Level Output Current

Low Level Output Current

Free Air Operating Temperature

Setup Time HIGH or LOW

Dn to E

Hold Time HIGH or LOW

Dn to E

Setup Time HIGH Dn to Sn

Hold Time LOW Dn to Sn

E Pulse Width LOW

MR Pulse Width LOW

Recovery Time MR to E

Min

45

2

b55

50

18

0

50

80

80

18

18

0

Military

Nom

5

Max

55

08

b0 8

16

125

Commercial

Min Nom Max

4 75 5

5 25

2

08

b0 8

16

0 70

50

18

0

50

80

80

18

18

0

Units

V

V

V

mA

mA

C

ns

ns

ns

ns

ns

ns

ns

Electrical Characteristics

Over recommended operating free air temperature range (unless otherwise noted)

Symbol

Parameter

Conditions

VI

VOH

VOL

II

Input Clamp Voltage

High Level Output Voltage

Low Level Output Voltage

Input Current Max

Input Voltage

VCC e Min II e b 12 mA

VCC e Min IOH e Max

VIL e Max

VCC e Min IOL e Max

VIH e Min

VCC e Min VI e 5 5V

IIH

High Level Input Current

VCC e Max VI e 2 4V

Data Inputs

IIL

Low Level Input Current

VCC e Max VI e 0 4V

Data Inputs

IOS Short Circuit

Output Current

VCC e Max

(Note 2)

MIL

COM

ICC Supply Current

VCC e Max

Note 1 All typicals are at VCC e 5V TA e 25 C

Note 2 Not more than one output should be shorted at a time

2

Min

24

b20

b20

Typ

(Note 1)

34

02

Max

b1 5

04

1

40

60

b1 6

b2 7

b70

b70

55

Units

V

V

V

mA

mA

mA

mA

mA
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국내 전력반도체 판매점

		
상호 : 아이지 인터내셔날

전화번호 : 051-319-2877

 [ 홈페이지 ] 

 IGBT, TR 모듈, SCR, 다이오드모듈, 각종 전력 휴즈 

( IYXS, Powerex, Toshiba, Fuji, Bussmann, Eaton )

 전력반도체 문의 : 010-3582-2743











일반적인 전자부품 판매점


        디바이스마트


		IC114


		엘레파츠


		ICbanQ


        Mouser Electronics


		DigiKey Electronics


		Element14
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