













2KBP005 반도체 회로 부품 판매점 

2.0 Amp Glass Passivated Bridge Rectifier 
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Features

• Halogen free available upon request by adding suffix "-HF"

• Glass Passivate Die Construction

• Epoxy meets UL 94 V-0 flammability rating

• Moisture Sensitivity Level 1

• Ideal for Printed Circuit Boards

• Lead Free Finish/Rohs Compliant (Note1) ("P"Suffix designates

Compliant. See ordering information)

Maximum Ratings

x Operating Temperature: -55qC to +165qC

x Storage Temperature: -55qC to +165qC

MCC

Part Number

Maximum

Recurrent

Peak Reverse

Voltage

Maximum

RMS Voltage

Maximum DC

Blocking

Voltage

2KBP005

50V

35V 50V

2KBP01

100V

70V 100V

2KBP02

200V

140V

200V

2KBP04

400V

280V

400V

2KBP06

600V

420V

600V

2KBP08

800V

560V

800V

2KBP10

1000V

700V

1000V

Electrical Characteristics @ 25qC Unless Otherwise Specified

Average Forward

IF(AV)

2.0A Ta = 50qC

Current

Peak Forward Surge

Current

Maximum Forward

Voltage Drop Per

Element

IFSM

VF

60A

1.2V

8.3ms, half sine

IF = 2.0A per

Maximum DC

Reverse Current At

Rated DC Blocking

Voltage

IR 10PA Ta = 25qC

0.5mA Ta = 125qC

Notes: 1.High Temperature Solder Exemption Applied,See EU Directive Annex Notes 7

2KBP005

THRU

2KBP10

2.0 Amp Glass

Passivated Bridge

Rectifier

50 to 1000 Volts

KBPL

A

B

+ AC -

IC

H

D

G

E

DIMENSIONS

INCHES

DIM MIN

MAX

A .559

.60

B .42

.46

C .50

---

D .146 .153

E .142 .161

G .046 .054

H .028

.034

I .561

---

MM

MIN

14.22

10.60

12.7

3.70

3.60

1.17

0.70

14.25

MAX

15.24

11.68

---

3.90

4.10

1.37

0.90

---
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2KBP005~2KBP10

FIG. 1 - DERATING CURVE OUTPUT
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FIG. 3 - TYPICAL FORWARD CHARACTERISTICS
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FIG. 5 - TYPICAL JUNCTION CAPACITANCE
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FIG. 2 - MAXIMUM NON-REPETITIVE PEAK
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FIG. 4 - TYPICAL REVERSE LEAKAGE
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PDF 파일 내의 페이지 : 총 3 페이지

제조업체: MCC 

( mcc )
		

2KBP005 rectifier 

 데이터시트 다운로드 :

 [ 2KBP005.PDF ] 

 [ 2KBP005 다른 제조사 검색 ]



		
	
	

	







		


	


	












국내 전력반도체 판매점

		
상호 : 아이지 인터내셔날

전화번호 : 051-319-2877

 [ 홈페이지 ] 

 IGBT, TR 모듈, SCR, 다이오드모듈, 각종 전력 휴즈 

( IYXS, Powerex, Toshiba, Fuji, Bussmann, Eaton )

 전력반도체 문의 : 010-3582-2743











일반적인 전자부품 판매점


        디바이스마트


		IC114


		엘레파츠


		ICbanQ


        Mouser Electronics


		DigiKey Electronics


		Element14













관련 데이터시트





2KBP005

2A single phase rectifier bridge - International Rectifier





2KBP005

Diode ( Rectifier ) - American Microsemiconductor





2KBP005

2.0 Amp Glass Passivated Bridge Rectifier - MCC





2KBP005

SILICON BRIDGE RECTIFIERS - EIC





2KBP005

Single Phase Rectifier Bridge - Vishay





2KBP005G

2 AMP GLASS PASSIVATED SILICON BRIDGE RECTIFIER - Fuji





2KBP005M

IN-LINE GLASS PASSIVATED SINGLE-PHASE BRIDGE RECTIFIER - Pan Jit International





2KBP005M

2.0A GLASS PASSIVATED BRIDGE RECTIFIER - MOSPEC





2KBP005M

IN-LINE GLASS PASSIVATED SINGLE PHASE RECTIFIER BRIDGE - TRSYS







	

















홈페이지

연락처  |  최근 업데이트  








	
