













HV03-12 반도체 회로 부품 판매점 

(HV03 Series) High Voltage Microwave Oven Rectifiers 

	







	

First Components

	

Data Sheet

Description

350 mA HIGH VOLTAGE

MICROWAVE OVEN

RECTIFIERS

Mechanical Dimensions

.285

.866

1.00 Min.

.050

25 (6,4)

Faston

Terminal

.172 DIA.

3.51

Features

n HIGH OVERLOAD SURGE CAPABILITY

n CONTROLLED AVALANCHE

CHARACTERISTICS

n LOW FORWARD VOLTAGE DROP

n TYPICAL IR < 1µA

n HIGH TEMPERATURE SOLDERING –

250°C 10 Seconds

n MEETS UL SPECIFICATION 94V-0

Maximum Ratings

HV03 Series

Units

HV03-08 HV03-09 HV03-10 HV03-12 HV03-14 HV03-15

Peak Repetitive Reverse Voltage...VRRM

8000 9000 10000 12000 14000 15000 Volts

RMS Reverse Voltage...VR(rms)

5600 6300 7000 8400 9800 10500 Volts

DC Blocking Voltage...VDC

8000 9000 10000 12000 14000 15000 Volts

Average Forward Rectified Current...IF(av)

@ TA = 60°C

............................................ 350 ................................................ mAmps

Non-Repetitive Peak Forward Surge Current...IFSM

............................................ 2 0 ................................................ Amps

@ Rated Load Conditions, 9.3 ms, ½ Sine Wave

Repetitive Peak Reverse Surge Current...IRSM

............................................ 100 ................................................ mAmps

@ Rated Load Conditions, 8.3 ms, ½ Sine Wave

Operating & Storage Temperature Range...TJ, TSTRG ......................................... -40 to 130 .......................................... °C

Electrical Characteristics

Maximum Forward Voltage...VF

@ 350 mA

Maximum DC Reverse Current...IR

@ Rated DC Blocking Voltage

< ................. 1 0 ............... > 1 2 < ....... 1 5 ....... > Volts

............................................ 5.0 ...w....w...w......D....a...t.a...S...h...e...e...t.4...U......c. omµAmps

Maximum Thermal Resistance...RθJC
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Data Sheet

350 mA HIGH VOLTAGE

MICROWAVE OVEN

RECTIFIERS

Typical Junction Capacitance

20

10

1

1 10

Reverse Voltage (V)

100

Non-Repetitive

Peak Forward Surge Current

20

10

Forward Current Derating Curve

1

1 10 100

Number of Cycles @ 60 Hz

Single Phase

½ Wave 60 Hz

Resistive/Inductive Load

Ambient Temperature (°C)

Typical Reverse Characteristics

Typical Instantaneous Forward Characteristics

Percent of Rated Peak Voltage

TJ = 25°C

Ratings at

25 Deg. C ambient

temperature

unless otherwise

specified.

Reverse

Voltage (V)

Single Phase Half

Wave, 60 Hz

Resistive or

Inductive Load.

For Capacitive

Load, Derate

Current by 20%.
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제조업체: First Components 

( first )
		

HV03-12 rectifier 

 데이터시트 다운로드 :

 [ HV03-12.PDF ] 

 [ HV03-12 다른 제조사 검색 ]



		
	
	

	







		


	


	












국내 전력반도체 판매점

		
상호 : 아이지 인터내셔날

전화번호 : 051-319-2877

 [ 홈페이지 ] 

 IGBT, TR 모듈, SCR, 다이오드모듈, 각종 전력 휴즈 

( IYXS, Powerex, Toshiba, Fuji, Bussmann, Eaton )

 전력반도체 문의 : 010-3582-2743











일반적인 전자부품 판매점


        디바이스마트


		IC114


		엘레파츠


		ICbanQ


        Mouser Electronics


		DigiKey Electronics


		Element14













관련 데이터시트





HV03-10

(HV03 Series) High Voltage Microwave Oven Rectifiers - First Components





HV03-12

(HV03 Series) High Voltage Microwave Oven Rectifiers - First Components





HV03-14

(HV03 Series) High Voltage Microwave Oven Rectifiers - First Components





HV03-15

(HV03 Series) High Voltage Microwave Oven Rectifiers - First Components







	

















홈페이지

연락처  |  최근 업데이트  








	
