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YL303

● 10A switching capability

● Small footprint

● Sealed type available

● Class B/F available

● Conform to RoHS,ELV directive

■ORDERING CODE 定购代码

YL303H — S — H F （TBF-1） / 12VDC

1

2 34

5

6

19.2×15.5×15.5

1. Relay Model 继电器型号

2. Sealed 密封

3. 触点转换形式

F

V

H: Form A

Nil:

Z : Form C

4. Temperature Range 环境温度

: UL/TUV 105℃

DE 85℃

T

Nil:

UL/TUV 85℃

6

VDE 70℃

5. Insulated Level 绝缘等级

BF-1: Class F 级

标准

. C oil Nominal Voltage 线圈额定电压

3,5,6,9,12,18,24,48VDC

■COIL DATA 线圈参数（at 20℃）

Nominal Voltage额定电压(VDC)

Coil Resistance线圈阻值 (Ω±10%)

Rated Current额定电流(mA)

Max Operate Voltage 最大吸合电压(VDC)

Min Release Voltage最小释放电压(VDC)

Max ApplicableVoltage 最大过载电压

■CONTACT DATA 触点参数

Contact Form 触点形式

Contact M aterial触点材料

Load负载

Contact R atings触点负载

Minimum load 最小负载

Max Switching Voltage最大转换电压

Max Switching Current最大转换电流

Max Switching Power 最大转换功率

Contact Resistance接触电阻

Life Expectancy寿命

3 5 6 9 12 18 24 48

25 69 100 225 400 900 1600

120 71.4

60 40 30

20 15

2.25 3.75 4.5 6.75 9 13.5 18

0.15 0.25 0.3 0.45 0.6 0.9 1.2

70℃时额定电压的130%，23℃时额定电压的170%

6400

7.5

36

2.4

0.36W

1H/1Z

Silver Alloy

Resistive load(COSФ=1)

1H:10A 240VAC

1Z:

7A 240VAC

12A 120VAC

10A 120VAC

100mA 5VDC

250VAC/30VDC

15A

2770VA/240W

100mΩMax

at 6VDC 1A

Electrical 电气寿命: 100,000 Operations(at30Operations/minute)

Mechanical机械寿命: 10,000,000 Operations(at300Operations/minute)

http://www.Datasheet4U.com






■CHARACTERISTICS DATA 性能参数

Insulation Resistance绝缘阻值

Dielectric Strength Between Open Contacts触点间耐压

Between Contacts and coil触点与线圈间耐压

Operate Time吸合时间

Release Time释放时间

Temperature Range环境温度

Shock Resistance冲击

Vibration Resistance振动

Max. switching frequency最大转换频率

Humidity湿度

Weight重量

Safety Standard安全标准

■APPROVED STANDARDS 安全标准

Model(型号) Coiling

rating（线圈电压）

YL303

3 TO 48 VDC

■ENGINEERING DATA 设计参数

Timing

Operation time

100MΩMin at 500VDC

750VAC(50/60Hz for one minute)

1500VAC(50/60Hz for one minute)

10ms

5ms

-40℃to+85℃

Operating Extremes动作极限: 10G

Damage Limits破坏极限: 100G

10-55Hz, 1.5mm

Mechanical: 18,000 operations/hr

Electrical: 1,800 operations/hr

40-85%

Approx 10g

UL cUL TÜV CQC VDE

Safety Standard（安全标准） Contact

rating（触点负载）

TÜV

UL/cUL

VDE

1H: 15A 125VAC

10A 240VAC

1Z: 15A 125VAC

7A 240VAC

1H: 10A 240VAC

12A 120VAC

1Z: 7A 240VAC

10A 120VAC

1H: 7A 250VAC/30VDC

1Z: 7A 250VAC/30VDC

CQC

7A 240V AC

1H: 10A 240VAC

Coil Temperature Rise

DC

Resistive

15

10

AC

Resistive

Release time

5

3

Coil Power(w)

1000

500

300

100

70

50

30

Life expectancy

120VAC

resistive load

250VAC

resistive load

Contact Current(A)

Contact voltage(V)

Amblent Temperature

vs.Maximum Voitage

Ambient temperature
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 데이터시트 다운로드 :

 [ YL303.PDF ] 

 [ YL303 다른 제조사 검색 ]



		
	
	

	







		


	


	












국내 전력반도체 판매점

		
상호 : 아이지 인터내셔날

전화번호 : 051-319-2877

 [ 홈페이지 ] 

 IGBT, TR 모듈, SCR, 다이오드모듈, 각종 전력 휴즈 

( IYXS, Powerex, Toshiba, Fuji, Bussmann, Eaton )

 전력반도체 문의 : 010-3582-2743











일반적인 전자부품 판매점


        디바이스마트


		IC114


		엘레파츠


		ICbanQ


        Mouser Electronics


		DigiKey Electronics


		Element14













관련 데이터시트
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연락처  |  최근 업데이트  








	
