













H1015NL 반도체 회로 부품 판매점 

10/100BASE-TX SINGLE PORT TRANSFORMER MODULES 

	







	

Pulse

	

10/100BASE-TX SINGLE PORT

TRANSFORMER MODULES

With Various Transmit Turns Ratios

RoHS-5 peak reflow temperature rating 235°C

RoHS-6 peak reflow temperature rating 245°C

Meets IEEE 802.3 specification

Designed for use with transceivers for AMD & Micrel

Electrical Specifications @ 25°C — Operating Temperature 0°C to 70°C

RoHS-5 3 RoHS-6 4

Compliant Compliant

Part Part

Number Number

Turns Ratio

(±5%)

TX RX

Insertion Loss

(db MAX)

100 KHz-100 MHz

Return Loss

(db MIN)

30 MHz 60 MHz 80 MHz

Crosstalk

(dB MIN)

30 MHz 60 MHz 100 MHz

Hipot

(Vrms MIN)

H1013 ⎯ 1: 2 1:1

-1.0

-16 -12

-10

-45 -38 -34

1500

H1015 H1015NL 2c 1: 2 1:1

-1.0

-16 -12

-10

-45 -38 -34

1500

H1033 H1033NL 2c 1: 2 1:1

-1.0

-16 -12

-10

-45 -38 -34

1500

H1035 ⎯ 1: 2 1:1

-1.0

-16 -12

-10

-45 -38 -34

1500

H1043 H1043NL 2c 1: 2 1:1

-1.0

-16 -12

-10

-45 -38 -34

1500

H1081 H1081NL 2d 1: 2 1:1

-2.0

-18 -12

-11

-45 -38 -34

1500

⎯ H1093NL 2c 1: 2 1:1

-1.0

-16 -12

-10

-45 -38 -34

1500

H1119 H1119NL 2c 1: 2 1:1

-2.0

-16 -11

-10

-45 -38 -34

1500

1. For Tape & Reel packaging, add suffix “T” to the end of the part number when

ordering, e.g. H1081T.

2. MSL= Moisture Sensitivity Level a = 1 b = 2 c = 3 d = 4 e = 5.

3. RoHS-5: Product does not contain 5 out of the 6 banned substances

specified in the RoHS directive (product contains lead in applications

considered solder).

4. RoHS-6: Product does not contain 5 out of the 6 banned substances

specified in the RoHS directive. Some internal connections may

contain lead in high-temperature solder (solder alloys containing

more than 85% lead).

NOTE: The H1093NL has been optimized for use with the Kendin KS8761

(now Micrel).

Mechanical

H1013, H1015, H1033, H1035, H1043, H1081, H1093NL, H1119

.700

17,78

.100

2,54

H1XXX

Date Code Country of Origin

.395 .500

10,03 12,70

.100

2,54

.540

13,72

NOTE

.018 TYP

0,46

1.000 ± .005

25,40 0,13

Suggested Pad Layout

.040

1,02

.004/0,10

16 SURFACES

Dimensions: Inches

mm

Unless otherwise specified, all tolerances are ± .010

0,25

.100 TYP

2,54

.700

17,78

.230

5,84

.005

0,13

.025

0,64

MIN

0°-8°

NOTE: Pin 4 is omitted on the H1015.

USA 858 674 8100 • Germany 49 7032 7806 0 • Singapore 65 6287 8998 • Shanghai 86 21 32181071 • China 86 755 33966678 • Taiwan 886 3 4641811

www.pulseeng.com

1

H314.E (9/07)






10/100BASE-TX SINGLE PORT

TRANSFORMER MODULES

With Various Transmit Turns Ratios

H1013, H1033, H1043, H1093NL

Schematics

H1015

H1035, H1081, H1119

TRANSMIT

1 16

2 15 15

3 14

RECEIVE

6 11

7 10

89

NOTE: H1047 has an autotransformer on

o .059

1,50

.004

0,10

.000

0,00

TRANSMIT

TRANSMIT

16 10 16 10

14 12

14 12 12

15 11 15 11

RECEIVE

RECEIVE

1 71 7

35

35

2 62 6

NOTE: The H1081 incorporates an

autotransformer, so there

is no connection to the

TX transformer center tap.

Tape and Reel Specifications

.157

3,99

.079

2,01

8

.069

1,75

5” MAX.

DRAFT ANGLE

.795

20,19 1.59 1.73 .012

40,39 43,94 0,30

1.13

28,70

.740

18,80

.945

24,00

Weight . . . . . . . . . . .3.00 grams

Tape & Reel . . . . . . . . .350/reel

Tube . . . . . . . . . . . . . . .20/tube

.230

5,84

.270

6,86

NOTE: Modules are packaged in tubes, unless Tape & Reel is specified. Add the suffix “T” such as H1013T for Tape & Reel orders.

For More Information:

Pulse Worldwide Pulse Europe

Headquarters

Einsteinstrasse 1

12220 World Trade Dr. D-71083 Herrenberg

San Diego, CA 92128 Germany

U.S.A.

www.pulseeng.com

Tel: 858 674 8100

Fax: 858 674 8262

Tel: 49 7032 7806 0

Fax: 49 7032 7806 135

Pulse China Headquarters

B402, Shenzhen

Tech-Innovation International

Tenth Kejinan Rd.

High-Tech Industrial Park

Nanshan District, Shenzhen

China

Tel: 86 755 33966678

Fax: 86 755 33966700

Pulse North China

Room 1503

XinYin Building

No. 888 YiShan Rd.

Shanghai 200233

China

Tel: 86 21 54643211/2

Fax: 86 21 54643210

Pulse South Asia

150 Kampong Ampat

#07-01/02

KA Centre

Singapore 368324

Tel: 65 6287 8998

Fax: 65 6280 0080

Pulse North Asia

No. 26, Kao Ching Rd.

Yang Mei Chen

Taoyuan Hsien

Taiwan

R. O. C.

Tel: 886 3 4641811

Fax: 886 3 4641911

Performance warranty of products offered on this data sheet is limited to the parameters specified. Data is subject to change without notice. Other brand and product

names mentioned herein may be trademarks or registered trademarks of their respective owners.

© Copyright, 2007. Pulse Engineering, Inc. All rights reserved.
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PDF 파일 내의 페이지 : 총 2 페이지

제조업체: Pulse 

( pulse )
		

H1015NL transformer 

 데이터시트 다운로드 :

 [ H1015NL.PDF ] 

 [ H1015NL 다른 제조사 검색 ]



		
	
	

	







		


	


	












국내 전력반도체 판매점

		
상호 : 아이지 인터내셔날

전화번호 : 051-319-2877

 [ 홈페이지 ] 

 IGBT, TR 모듈, SCR, 다이오드모듈, 각종 전력 휴즈 

( IYXS, Powerex, Toshiba, Fuji, Bussmann, Eaton )

 전력반도체 문의 : 010-3582-2743











일반적인 전자부품 판매점


        디바이스마트


		IC114


		엘레파츠


		ICbanQ


        Mouser Electronics


		DigiKey Electronics


		Element14













관련 데이터시트





H1015NL

10/100BASE-TX SINGLE PORT TRANSFORMER MODULES - Pulse







	

















홈페이지

연락처  |  최근 업데이트  








	
