













H1053 반도체 회로 부품 판매점 

10/100BASE-TX QUAD PORT TRANSFORMER MODULES 

	







	

Pulse

	
	

10/100BASE-TX QUAD PORT

TRANSFORMER MODULES

For Use with Transceivers Requiring

1:1 Transmit and Receive Turns Ratios

RoHS-6 peak reflow temperature rating: 245°C

RoHS-5 peak reflow temperature rating: 235°C

Meets IEEE 802.3 specification

Models designed to support four single- or double-stacked

RJ-45 connectors

Electrical Specifications @ 25°C — Operating Temperature 0°C to 70°C

RoHS-54

Compliant

Part

Number

H1036L

H1044

H1053

H1053

H1062

H1071

HX1203 1

HX1236 1

RoHS-65

Compliant

Part

Number

H1036LNL3d

H1044NL3d

H1053NL3d

H1053NL3d

H1062 NL3d

H1071 NL3d

HX1203NL3d

HX1236NL3c

Insertion

Loss

(dB TYP)

0.1-100MHz

-0.5

-0.5

-0.5

-0.5

-0.5

-0.5

-0.5

-0.5

Return Loss

(dB TYP)

2-30MHz 40MHz 50MHz 60-80MHz

-21 -17 -14.5 -12

-21 -17 -14.5 -12

-21 -17 -14.5 -12

-21 -17 -14.5 -12

-21 -17 -14.5 -12

-21 -17 -14.5 -12

-21 -17 -14.5 -12

-18 -16 -14.5 -12

Crosstalk

(dB TYP)

1MHz 30MHz

-65 -55

-65 -55

-65 -50

-65 -50

-65 -55

-65 -50

-65 -55

-50 -45

60MHz 100MHz

-45 -35

-45 -35

-40 -30

-40 -30

-45 -35

-40 -30

-45 -35

-40 -35

Common to Common

Rejection Ratio

0.1-60MHz (dB TYP)

Transmit Receive

-30 -30

-30 -30

-30 -30

-30 -30

-30 -30

-30 -30

-30 -30

-30 -30

Differential to Common

Mode Rejection

(dB TYP)

1-60MHz 60-200MHz

-40 -30

-40 -30

-40 -30

-40 -30

-40 -30

-40 -30

-40 -30

-40 -35

1. Operating temperature -40° to +85°C.

2. For Tape & Reel packaging, add a suffix “T” to the end of the part number when ordering. e.g. H1036LT.

3. MSL=Moisture Sensitivity Level a=1 b=2 c=3 d=4.

4. RoHS-5: Product does not contain 5 out of the 6 banned substances specified in the RoHS directive (product contains lead in applications considered solder).

5. RoHS-6: Product does not contain 5 out of the 6 banned substances specified in the RoHS directive. Some internal connections may contain lead in high-temperature solder

(solder alloys containing more than 85% lead).

NOTE: All models meet input/output breakdown (Hipot) of 1500 Vrms.

Mechanical

H10XX, HX12XX

1.125

28,58

MAX

.950

24,13

19X

.050

1,27

40X .040

1,02

.480 .630

12,19 16,00

.495 .660

12,57 16,76

40X

.020

0,51

19X

.050

1,27

.950

24,13

0° – 8°

Weight . . . . . .4.0 grams TYP

Tube . . . . . . . . . . . . . .15/tube

Tape & Reel . . . . . . .250/reel

.050

1,27

40X .045 .010

1,14 0,25

.280

7,11

.004 / 0,10

40 SURFACES

0° – 8°

.230

5,84

MAX

40X.045

1,14

.004 / 0,10

.010 40 SURFACES

0,25

Dimensions: Inches Unless otherwise specified, all tolerances are ± .010

mm 0,25
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10/100BASE-TX QUAD PORT

TRANSFORMER MODULES

For Use with Transceivers Requiring

1:1 Transmit and Receive Turns Ratios

Quad-Port Solutions: The H1036L, H1044, H1053, H1060, H1062, and H1071 are quad modules designed to support four single

or double stacked RJ-45 connectors. Each has a different pinout for optimization in layout with various IC manufacturers.

Schematics
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제조업체: Pulse 

( pulse )
		

H1053 transformer 

 데이터시트 다운로드 :

 [ H1053.PDF ] 

 [ H1053 다른 제조사 검색 ]



		
	
	

	







	
	


	


	












국내 전력반도체 판매점

		
상호 : 아이지 인터내셔날

전화번호 : 051-319-2877

 [ 홈페이지 ] 

 IGBT, TR 모듈, SCR, 다이오드모듈, 각종 전력 휴즈 

( IYXS, Powerex, Toshiba, Fuji, Bussmann, Eaton )

 전력반도체 문의 : 010-3582-2743











일반적인 전자부품 판매점


        디바이스마트


		IC114


		엘레파츠


		ICbanQ


        Mouser Electronics


		DigiKey Electronics


		Element14













관련 데이터시트





H1053

10/100BASE-TX QUAD PORT TRANSFORMER MODULES - Pulse





H1053

10/100BASE-TX QUAD PORT TRANSFORMER MODULES - Pulse





H1053NL

10/100BASE-TX QUAD PORT TRANSFORMER MODULES - Pulse





H1053NL

10/100BASE-TX QUAD PORT TRANSFORMER MODULES - Pulse







	

















홈페이지

연락처  |  최근 업데이트  








	
