













H11A1 반도체 회로 부품 판매점 

GENERAL PURPOSE 6-PIN PHOTOTRANSISTOR OPTOCOUPLERS 
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GENERAL PURPOSE 6-PIN

PHOTOTRANSISTOR OPTOCOUPLERS

4N25

4N37

4N26

H11A1

4N27

H11A2

WHITE PACKAGE (-M SUFFIX)

6

6

1

6

1

1

BLACK PACKAGE (NO -M SUFFIX)

4N28

H11A3

4N35

H11A4

4N36

H11A5

SCHEMATIC

16

25

3 NC

4

PIN 1. ANODE

2. CATHODE

3. NO CONNECTION

4. EMITTER

5. COLLECTOR

6. BASE

6

16

1

6

1

DESCRIPTION

The general purpose optocouplers consist of a gallium arsenide infrared emitting diode driving a silicon phototransistor in a 6-pin

dual in-line package.

FEATURES

• Also available in white package by specifying -M sufﬁx, eg. 4N25-M

• UL recognized (File # E90700)

• VDE recognized (File # 94766)

- Add option V for white package (e.g., 4N25V-M)

- Add option 300 for black package (e.g., 4N25.300)

APPLICATIONS

• Power supply regulators

• Digital logic inputs

• Microprocessor inputs
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GENERAL PURPOSE 6-PIN

PHOTOTRANSISTOR OPTOCOUPLERS

4N25

4N37

4N26

H11A1

4N27

H11A2

4N28

H11A3

4N35

H11A4

4N36

H11A5

ABSOLUTE MAXIMUM RATINGS (TA = 25°C unless otherwise speciﬁed)

Parameter

Symbol

Value

TOTAL DEVICE

Storage Temperature

Operating Temperature

Wave solder temperature (see page 14 for reﬂow solder proﬁles)

Total Device Power Dissipation @ TA = 25°C

Derate above 25°C

EMITTER

DC/Average Forward Input Current

Reverse Input Voltage

Forward Current - Peak (300µs, 2% Duty Cycle)

LED Power Dissipation @ TA = 25°C

Derate above 25°C

DETECTOR

Collector-Emitter Voltage

Collector-Base Voltage

Emitter-Collector Voltage

Detector Power Dissipation @ TA = 25°C

Derate above 25°C

TSTG

TOPR

TSOL

PD

IF

VR

IF(pk)

PD

VCEO

VCBO

VECO

PD

-55 to +150

-55 to +100

260 for 10 sec

250

3.3 (non-M), 2.94 (-M)

100 (non-M), 60 (-M)

6

3

150 (non-M), 120 (-M)

2.0 (non-M), 1.41 (-M)

30

70

7

150

2.0 (non-M), 1.76 (-M)

Units

°C

°C

°C

mW

mA

V

A

mW

mW/°C

V

V

V

mW

mW/°C
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PDF 파일 내의 페이지 : 총 15 페이지

제조업체: Fairchild Semiconductor 

( fairchild )
		

H11A1 transistor 

 데이터시트 다운로드 :

 [ H11A1.PDF ] 

 [ H11A1 다른 제조사 검색 ]



		
	
	

	







		


	


	












국내 전력반도체 판매점

		
상호 : 아이지 인터내셔날

전화번호 : 051-319-2877

 [ 홈페이지 ] 

 IGBT, TR 모듈, SCR, 다이오드모듈, 각종 전력 휴즈 

( IYXS, Powerex, Toshiba, Fuji, Bussmann, Eaton )

 전력반도체 문의 : 010-3582-2743











일반적인 전자부품 판매점


        디바이스마트


		IC114


		엘레파츠


		ICbanQ


        Mouser Electronics


		DigiKey Electronics


		Element14













관련 데이터시트





H11A1

6-Pin DIP Optoisolators Transistor Output - Motorola  Inc





H11A1

PHOTOTRANSISTOR OPTOCOUPLERS - QT Optoelectronics





H11A1

GENERAL PURPOSE 6-PIN PHOTOTRANSISTOR OPTOCOUPLERS - Fairchild Semiconductor





H11A1

Diode ( Rectifier ) - American Microsemiconductor





H11A1

VDE Approved Transistor Output Optocoupler - General Instrument Optoelectronics





H11A1

(H11Ax) Industry Standard Single Channel 6 Pin DIP Optocoupler - Vishay Siliconix





H11A1

(H11Ax) Industry Standard Single Channel 6 Pin DIP Optocoupler - Infineon Technologies AG





H11A1

(H11Axx) OPTICALLY COUPLED ISOLATOR PHOTOTRANSISTOR OUTPUT - ISOCOM COMPONENTS





H11A1X

(H11Axx) OPTICALLY COUPLED ISOLATOR PHOTOTRANSISTOR OUTPUT - ISOCOM COMPONENTS







	

















홈페이지

연락처  |  최근 업데이트  








	
