













Z32RD621 반도체 회로 부품 판매점 

HIGH ENERGY METAL OXIDE VARISTORS 

	







	

CKE

	

HIGH ENERGY METAL OXIDE VARISTORS – Z32RD AND Z34SQ SERIES
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Part Mark Applied Voltage

Number

ACRMS

V

DC

V

Z32RD Round Series - MOVs

Z32RD201 2 130 170

Z32RD241 2 150 200

Z32RD271 2 175 225

Z32RD331 2 210 275

Z32RD361 2 230 300

Z32RD391 2 250 320

Z32RD431 2 275 350

Z32RD471 2 300 385

Z32RD511 2 320 415

Z32RD621 2 385 505

Z32RD681 2 420 560

Z32RD751 2 460 615

Z32RD781 2 485 640

Z32RD821 2 510 670

Z32RD911 2 550 745

Z32RD951 2 575 765

Z32RD102 2 625 825

Z32RD112 2 680 895

Z32RD122 2 750 970

Z32RD142 2 880 1150

Z32RD162 2 1000 1200

Z34SQ Square Series - MOVs

Z34SQ201 1 130 170

Z34SQ221 1 140 180

Z34SQ241 1 150 200

Z34SQ271 1 175 225

Z34SQ331 1 210 275

Z34SQ361 1 230 300

Z34SQ391 1 250 320

Z34SQ431 1 275 350

Z34SQ471 1 300 385

Z34SQ511 1 320 415

Z34SQ561 1 350 460

Z34SQ621 1 385 505

Z34SQ681 1 420 560

Z34SQ751 1 460 615

Z34SQ781 1 485 640

Z34SQ821 1 510 670

Z34SQ911 1 550 745

Z34SQ951 1 575 765

Z34SQ102 1 625 825

Z34SQ112 1 680 895

Z34SQ122 1 750 970

Z34SQ142 1 880 1150

Z34SQ162

1 1000 1200

Varistor

Voltage

@1mADC

V

Maximum

Energy

2mS

J

205(185-225)

240(216-264)

270(243-297)

330(297-363)

360(324-396)

390(351-429)

430(387-473)

470(423-517)

510(459-561)

620(558-682)

680(612-748)

750(675-825)

780(702-858)

820(738-902)

910(819-1001)

950(855-1045)

1000(900-1100)

1100(990-1210)

1200(1062-1300)

1400(1245-1520)

1600(1414-1728)

210

240

255

300

315

330

360

380

430

470

495

520

550

580

620

650

685

750

800

850

900

205(185-225)

220(198-242)

240(216-264)

270(243-297)

330(297-363)

360(324-396)

390(351-429)

430(387-473)

470(423-517)

510(459-561)

560(504-616)

620(558-682)

680(612-748)

750(675-825)

780(702-858)

820(738-902)

910(819-1001)

950(855-1045)

1000(900-1100)

1100(990-1210)

1200(1062-1300)

1400(1245-1520)

1600(1414-1728)

310

330

360

390

460

475

490

550

600

640

710

720

750

780

820

900

960

1000

1055

1155

1200

1300

1400

Maximum Clamping Peak Current

Voltage 8/20µS

8/20µS

VC IP 1 Time 2 Times

V AA

A

340

395

455

550

595

650

710

775

845

1025

1120

1240

1290

1355

1500

1570

1650

1815

2100

2290

2700

200 25000

200 25000

200 25000

200 25000

200 25000

200 25000

200 25000

200 25000

200 25000

200 25000

200 25000

200 25000

200 25000

200 25000

200 25000

200 25000

200 25000

200 25000

200 25000

200 25000

200 25000

20000

20000

20000

20000

20000

20000

20000

20000

20000

20000

20000

20000

20000

20000

20000

20000

20000

20000

20000

20000

20000

340

360

395

455

550

595

650

710

775

845

920

1025

1120

1240

1290

1355

1500

1570

1650

1815

2100

2290

2700

300 40000

300 40000

300 40000

300 40000

300 40000

300 40000

300 40000

300 40000

300 40000

300 40000

300 40000

300 40000

300 40000

300 40000

300 40000

300 40000

300 40000

300 40000

300 40000

300 40000

300 40000

300 40000

300 40000

25000

25000

25000

25000

25000

25000

25000

25000

25000

25000

25000

25000

25000

25000

25000

25000

25000

25000

25000

25000

25000

25000

25000

Typical

Capacitance

1 kHz

pF

4100

3400

2900

2600

2300

2100

2000

1700

1600

1300

1300

1100

1100

1000

950

900

840

770

690

590

520

7900

7200

6600

5600

5000

4400

4100

3800

3400

3200

2900

2600

2400

2200

2100

2000

1800

1700

1600

1500

1300

1100

1000

Dimensions

TY

mm mm

Figure 132

6.8 4.9

7.0 5.1

7.1 5.2

7.3 5.4

7.5 5.6

7.7 5.8

7.9 6.0

8.1 6.2

8.4 6.5

9.0 7.1

9.4 7.5

9.8 7.9

10.0 8.0

10.2 8.3

10.7 8.8

11.0 9.0

11.2 9.3

11.7 9.8

12.8 10.9

13.8 11.9

14.9 13.0

Figure 133
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6.9 5

7 5.1

7.1 5.2

7.3 5.4

7.5 5.6

7.7 5.8

7.9 6.0

8.1 6.2

8.4 6.5

8.5 6.8

9 7.1

9.4 7.5

9.8 7.9

10 8.0

10.2 8.3

10.7 8.8

11 9.0

11.2 9.3

11.7 9.8

12.8 10.9

13.8 11.9

14.9 13.0

Radial leaded MOVs having the Underwriters Laboratory Recognized Component Mark, conform to UL 1414, UL1449 edition 3, as listed on DTI UL file number E319342.

Maximum Power Dissipation: 5 mm-0.1 watt; 7 mm-0.25 watt; 10 mm-0.4 watt; 14 mm-0.6 watt, 20 mm-1 watt.

Typical response time is less than 15 nanoseconds. See page 57 for explanation of UL Surge Suppression Device Type Designations.

All devices listed are RoHS compliant.

P.O. Box 700968 n Dallas, TX 75370 n Telephone: 972.248.7691 n Fax: 972.381.9998 n www.deantechnology.com
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PDF 파일 내의 페이지 : 총 1 페이지

제조업체: CKE 

( cke )
		

Z32RD621 varistor 

 데이터시트 다운로드 :

 [ Z32RD621.PDF ] 

 [ Z32RD621 다른 제조사 검색 ]



		
	
	

	







		


	


	












국내 전력반도체 판매점

		
상호 : 아이지 인터내셔날

전화번호 : 051-319-2877

 [ 홈페이지 ] 

 IGBT, TR 모듈, SCR, 다이오드모듈, 각종 전력 휴즈 

( IYXS, Powerex, Toshiba, Fuji, Bussmann, Eaton )

 전력반도체 문의 : 010-3582-2743











일반적인 전자부품 판매점


        디바이스마트


		IC114


		엘레파츠


		ICbanQ


        Mouser Electronics


		DigiKey Electronics


		Element14













관련 데이터시트





Z32RD621

HIGH ENERGY METAL OXIDE VARISTORS - CKE







	

















홈페이지

연락처  |  최근 업데이트  








	
